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FeaturesFeatures

Ordering InformationOrdering Information

SpecificationSpecification

Onboard 

Memory

VGA/LVDS/DVI

®Intel  Atom™Cedar Trail N2600/2800CPUProcessor

OnboardCPU Package

800 / 1066MhzFSB

G82NM10Chipset

System BIOS: SPI BIOSBIOS   

Onboard 1GB / 2GB DDR3(Optional)ArchitectureMemory

Max. 2GBCapacity

N/ASocket
® Intel graphic media accelerator 3600 / 3650GraphicDisplay

Max. Resolution: 1600 * 1200(Optional)DP

N/A

Support signle channel 18/24 bit output LVDS 

Max. Resolution: 1366 * 768

Max. Resolution: 1920 * 1200(Optional)DVI  

N/A

Max. Resolution:1920 * 1200( )OptionalHDMI

N/A

1* DB15 standard VGA portVGA

Max. Resolution: 1920 * 1200

LVDS+DP, LVDS+VGA, LVDS+HDMI, LVDS+DVI ( )OptionalDual Display

Support carrier-board expansion ControllerLAN

N/A

Realtek ALC887 HD audio decoder (left&right channel + Mic)ControllerAudio

SMSC3114ControllerSuper I/O

Timer 1-255 sec./min.,  Support system reset Watch Dog TimerH/W Monitor

N/AFan

SupportControllerTPM

8* USB 2.0/1.1 CompatibleUSB  I/O

2*RS - 232 (3-wire TTL)Serial Port

Support expansionParallel Port

Support expansionPS/2

5-in 5-out(addable)GPIO

Support expansionIEEE 1394

1*SM Bus, 1*LPC Bus, 1* I²C BusBUSExpansion

N/APCIeX4

4个PCIePCIeX1

N/APc104

N/APCI

SupportMini-PCIe

2*SATASATA Storage

N/AIDE     

N/ASSD

N/AeSATA   

N/ACF

DC +5V @ 6APower TypePower

Max. 7W,  standby: 0.92WConsumption

-20°C ~ 60°Operating TempEnvironment

-40°C ~ 85°CStorage Temp

0% ~ 90% relative humidity, non-condensingOperating Humidity

0% ~ 90% relative humidity, non-condensingStorage Humidity

100mm * 75mmDimensionsForm Factor

0.060KgWeight

FCC, CE, RoHS compliantRegulatory Compliance

®Intel  Atom™ low power consumption, high-performance, high reliable kernel module system

®Intel  Atom™Cedar Trail processor N2600/2800

Onboard 1GB/2GB DDR3
®Intel graphic media accelerator 3600/3650

8*USB, 4*PCIe 1x

Multiple expansion types

Support regulative signal transmission

Fast customized carrier-board design with least budget

CMS-560

Intel N2600-1.6GHz with 2GB DDR3, CMS-240 BUS

CMS-580

Intel N2800-1.86GHz with 2GB DDR3, CMS-240 BUS

® Intel Cedar N2600
G82NM10

PCIe
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