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Gigabit LAN LVDS+HDMI/DVI/DP

® Intel Haswell U-series CPU (dual core), compatible with I3/15/17
® Onboard 4GB DDR3 memory

® Intel® HD Graphic Series

® LVDS+HDMI/DVI/DP, Support three synch.&asynch. display
® 8*USB2.0,2*USB3.0,2* TTLCOM, 5 * PCle, 1 * DDI

® 1 *Intel® 1210 GbE Lan

® DC5-19Vinput

® FCC, CE, RoHS compliant

® COM-Express Mini Module, 84 x 55 mm

Processor CPU Intel® Haswell U-Series CPU (dual core), Celeron 2980 CPU
Chipset Intel®Haswell
BIOS
RAM Tech Architecture Single Channel DDR3 1600 MT/s
Capacity Onboard 4GB DDR3
Socket N/A
Display Graphic Controller Intel® HD Graphic Card Series
LVDS Supportsingle channel 18bit output

Max. resolution:1366 x 768
Display Interface 1 channel DDI output, can be configured as HDMI, DVI, or DP
Resolution: HDMI/DVI up to 4K

DP up to 3K

Display Support 2 synch.&asynch. display
LAN Controller  LAN1:Intel® 1210 GbE
Audio Controller  Intel HD Audio interface

Superl/O Controller NT6106

H/W Monitor Watch Dog Timer 0-255 sec., provide watch dog routine
Temp. Detection Support CPU/motherboard/HDD temp. monitoring

TPM Controller N/A

1/0 usB 8*USB2.0/1.1 compatible, 2*USB3.0
Serial Port 2 *TTL
Parallel Port N/A

PS/2 N/A

GPIO 8bit, provide routine, free define1/0,3.3V@24mA level
Expansion Bus PCI Express x1 5 ports,PCI Express 2.0a compliant

LPC Bus 1

SMBUS 1
Storage SATA 2* SATA-II

SSD SSD module optional
Power Power Type ATX mode, or DC +5V~19V

Power Consumption Typical Power: 15W

Environment Working Temp. -40°C ~ 70°C
Storage Temp. -40°C ~ 80°C
Working Humidity 0% ~ 90% relative humidity, non-condensing
Storage Humidity 0% ~ 90% relative humidity, non-condensing

Formfactor Dimensions PICMG COME R2.1 Type 10, Mini Module 84 x 55 mm
Weight

Certifications FCC, CE, RoHS

CMS-H563-C

TypelO Mini Com Express Module Intel Haswell N2980 1.6G CPU, 4GB DDR3 RAM,
Single channel LVDS, 2*DDI, 5*PCle, 2*TTL COM, 1* Giga LAN, 8*USB2.0, 2*USB3.0
CMS-H563-13

Typel0 Mini Com Express Module Intel Haswell 13-4010U 1.7G CPU, 4GB DDR3 RAM,
Single channel LVDS, 2*DDI, 5*PCle, 2*TTL COM, 1* Giga LAN, 8*USB2.0, 2*USB3.0
CMS-H563-15

TypelO Mini Com Express Module Intel Haswell 15-4300U 2.9G CPU, 4GB DDR3 RAM,
Single channel LVDS, 2*DDI, 5*PCle, 2*TTL COM, 1* Giga LAN, 8*USB2.0, 2*USB3.0
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