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Intel® 6"/7"/8" Generation U serial processor

(All photoes here are for reference only,
Specifications are subject to the phisycal product.)

Gigabit LAN
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Intel® 6"/7"/8" DDR4 HDMI+EDP
Generation U 2133MHz

® |ntel® 6"/7"/8" Generation U serial processor
® DDR4 2133MHz, Up to 16GB

® |ntel® HD Graphics Integrated Graphic
® Support HDMI Port, Resolution: up to 4K,support EDP Port

® 2* GbE LAN

® Realtek ALC662 HD Audio Codec,Right&Left channel + MIC

® NUVOTON NCT6106D Support System temperature
detection, Smart FAN

® 1* M2 Key-B WLAN socket, Support 3G, 4G Module

® 4* USB3.0 Port, 4* USB2.0 (Internal Pin-header)

® 2*COM (DB9), 2*COM (Internal Pin-header)

® DC-in12-19V @ 3A

® FCC, CE, RoHS compliant

CPU Intel® 6"/7"/8" Generation U serial processor
:;g::::or CPU Socket Onboard

BIOS AMI SPI 64M

Tech Architecture DDR4 2133MHz
‘:'X::f::y Max Capacity 16GB

Socket SO-DIMM

Graphic Controller Intel® HD Graphics Integrated Graphic
Display HDMI Support HDMI Port, Resolution: up to 4K

EDP Support EDP Port, Resolution: up to 4K

LAN1: Realtek 8111H GbE LAN
LAN2: Realtek 8111H GbE LAN

Audio Controller  Realtek ALC662 HD Audio Codec, Right & Left channel + MIC
Super /O  Controller  NUVOTON NCT6106D Support System temperature detection, Smart FAN
H/W MonitorWatchdog Timer Programmable 0~255 sec; Support System Reset

Smart Fan 1* 4Pin DC Fan control

USB 4* USB3.0 Port, 4* USB2.0 (Internal Pin-header)
1/0 Interface Serial Port  2*COM (DB9), 2*COM (Internal Pin-header)

M2 Key-B 1* M2 Key-B WLAN socket, Support 3G, 4G Module

USIM 1* Standard Small size SIM socket
Storage M2 Key-B 1* M2 Key-B M2-SATA socket
Power Supply DC-in 12-19V @ 3A
Power Consumption Typical PW:15W
Operating Temp. -20°C ~ 60°C
Storage Temp. -40°C ~ 85°C
Operating Humidity 0% ~ 90% relative humidity(non-condensing)
Storage Humidity 0% ~ 90% relative humidity(non-condensing)
Dimensions 100mm * 100mm
Weight -
Regulatory Compliance FCC, CE, RoHS compliant
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