
ENC-5800

FeaturesFeatures

Ordering InformationOrdering Information

SpecificationSpecification

®Onboard AMD   Geode LX800500MHz lower power 

consumption fanless embedded solution

Onboard 256MB DDRI memory

Support 1*100M Lan

Support 24bit+A95 TTL, and single channel 18bit LVDS LCD 

Support 4*USB 2.0

Support 4*COM (COM2 support RS-232/422/485)

1*16Bit ISA Bus PC/104 socket

ENC-5800F

AMD LX800-500MHz with 256M DDRI, VGA/LCD/LVDS, 4COM, 1*LAN,PC/104 BUS

ENC-5800S

AMD LX800-500MHz with 256M DDRI, VGA/LCD/LVDS, 4COM, 1*LAN

®AMD  GeodeLX800-500MHzCPUProcessor

OnboardCPU Package

100MhzFSB
®AMD  GeodeCS5536ADChipset

AWARD BIOSBIOS 

Onboard 256M DDRArchitectureMemory

256M DDRCapacity

OnboardSocket
®Onboard AMD  GeodeLX800Graphic ControllerVideo

Support 9 ~ 24bit single channel TFT outputLCD

Max. Resolution: 320 * 240 ~ 1600 * 1200  @ 24 bpp (60 Hz)

Support single channel 18bit LVDS outputLVDS      

Max. Resolution: 1024 * 768

N/ADVI  

N/A

N/AHDMI

N/A

1*DB15 VGA pin headerVGA

Max. Resolution: 1600 * 1200

CRT + LCD, CRT + LVDSDual Display

LAN 1: Realtek 8100CL 100M LANControllerLAN

LAN 2:N/A

Realtek ACL655 AC97 stereoControllerAudio

SMSC3114ControllerSuper I/O

Timer 1 - 255 sec./min., support system reset Watch Dog TimerH/W Monitor

N/AFAN

N/AControllerTPM

4*USB 2.0 pin headerUSB            I/O 

4*COM(3*RS-232, 1*RS-232 / RS-422 / RS-485)Serial Port

1*LPT Pin header, support SPP / EPP modeParallel Port

1个 PS/2

4-in 4-out GPIO

N/AIEEE 1394

N/APCIeX16      Expansion

N/APCIeX4

N/APCIeX1

1*PC / 104 16bit ISA Bus Socket Pc104

N/APCI

N/AMini-PCIe

N/ASATA     Storage

1IDE      

N/ASSD

N/AeSATA     

1CF 
12V @ 0.9A  Power TypePower

Typical Power:7WPower Consumption

-20°C ~ 70°COperating EnvironmentEnvironment

-40°C ~ 85°CStorage Environment

0% ~ 90%  relative humidity, non-condensingOperating Humidity

0% ~ 90%  relative humidity, non-condensingStorage Humidity

110mm * 96mmDimensionsForm Factor   

0.128kgWeight

FCC, CE, RoHS compliantRegulatory Compliance

Ultra-low power consumption, rigorous reliability, cost-effective PC104 embedded solution

VGAOnboard

Memory

AMD®Geode LX800

CS5536AD

CRT+LCD/LVDS Ac'97Codec
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