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Intel® Atom™Low power consumption, high performance, rigorous reliability, PC104+

Processor CPU Intel® Atom ™ Cedar Trail processor N2600-1.6GHz
CPU Socket Onboard
. FSB 800/1066MHz
._: Chipset G82NM10
b BIOS System BIOS: SPIBIOS
Memory Architecture  DDR3 800MHz
Capacity Onboard 2GB
Socket N/A
Display Graphic Controller Intel®3600 series graphic media accelerator
LCD N/A
N/A
LVDS Support single channel 18bit LVDS
Max. Resolution: 1366 * 768
Support dual channel 24bit output
Max. Resolution: 1600 * 1200
HDMI N/A
N/A
VGA Onboard 10PIN Dupont
Max. Resolution: 1920 * 1200
Dual Display CRT +LVDS
LAN Controller LAN 1: Intel 82583V GbE LAN
LAN 2: N/A
Audio Controller Realtek HD ALC662 audio decoder(right&left channel + Mic)
Super1/O Controller SMSC 3114
H/W Monitor Watch Dog Timer Timer 1 - 255 sec./min., support system reset
Smart Fan Fanless
TPM Controller N/A
1/0 USB 4*USB 2.0/ 1.1 compatible
Serial Port  4*COM(COM1-3:RS-232, COM4:RS-485)
Parallel Port N/A
12C 1
GPIO 4-in 4-out
SMBUS 1
Expansion PCleX16 N/A
PCleX4 N/A
PCleX1 N/A
PC104 32bit PC104 Plus
PCI N/A
Mini-PCle 1*Mini-PCle socket, support WIFI/3G wireless communication
USIM N/A
OO [. Storage SATA 1*SATAIl
< ) IDE N/A
SSD 1*Mini-PCle socket, support m-SATA disk
Inter®@Atom™ Onboard CRT+LVDS eSATA N/A
Cedar Trail Memory Compact Flash N/A
Power Power Type Single 12V input
Power Consumption  Typical power: 7W
<<, ce e .>> Environment Operating Environment -20°C ~ 70°C
Storage Environment -40°C ~ 85°C
Gigabit LAN Fanless Operating Humidity 10% ~ 90% relative humidity, non-condensing
Storage Humidity 10% ~ 90% relative humidity, non-condensing
Form Factor Dimensions PC104(96mm x 115mm)
m Weight 0.24kg

® Intel® Atom™Cedar Trail processor N2600

® Onboard 2GB DDR3

® Intel“3600 series graphic media accelerator

® Support LVDS+VGA dual display, support dual channel LVDS

® 4*USB,4*COM, 1 *PC104 socket

® 1 * half size Mini-PCle, support 3G or WIFI
1 * half size mSATA, support SSD

® 1*Intel®82583V GbE Lan,

® DC12Vinput, high grade EFT 2KV protection

® FCC, CE, RoHS compliant

® Fanless design, extended temperature design for industrial
application

Regulatory Compliance

FCC, CE, RoHS compliant

ENC-5860-N2600

Intel N2600 1.6G CPU with 2GB DDR3,VGA/LVDS,4*COM,6*USB,1*Gbe LAN,

PC/104 Plus
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