
ENC-5891

® Intel Atom™Cedar Trail processor N2600 / 2800

Onboard 2GB DDR3
®Intel  3600 series graphic media accelerator 

6*USB, 2*COM

2 * Intel  GbE Lan

DC 12V input, high grade EFT 2KV protection

FCC, CE, RoHS compliant

Extended temperature design for industrial application

VGA/HDMI/LVDS

1 * half size Mini-PCIe, support 3G

1 * full size Mini-PCIe, support  WIFI

1 * half size mSATA, support SSD
® 82583V

FeaturesFeatures

Ordering InformationOrdering Information

® Intel Atom™Cedar Trail processor N2600 / 2800CPUProcessor

OnboardCPU Package

800 / 1066MHzFSB

G82NM10Chipset

System BIOS: SPI BIOSBIOS    

DDR3 800 MT/s and 1066 MT/sArchitectureMemory

Onboard  2GBCapacity

N/ASocket
®Intel  3600 series graphic media acceleratorGraphic ControllerDisplay

Support single channel 18bit outputLVDS

Max. Resolution: 1366 * 768

Support dual channel 24bit output

Max. Resolution: 1600 * 1200

N/ADP    

N/A

Support HDMI 1.3, type A, 19pinHDMI

Max. Resolution:1920 * 1200

1 * DB15 standard VGA connectorVGA

Max. Resolution:1920 * 1200

LVDS + VGA,LVDS + HDMI or HDMI + VGADual Display

LAN 1: Intel 82583V GbE LanControllerLAN

LAN 2 Intel 82583V GbE Lan: 

Realtek ALC662 audio programming decoder(right&left channel + Mic)ControllerAudio

WINBOND 83627DHGControllerSuper I/O

Timer 1 - 255 sec./min., support system resetWatch Dog TimerH/W Monitor

Fanless Fan

N/AControllerTPM

6 * USB 2.0 / 1.1 compatibleUSBI/O

COM1  RS232, COM2 RS232/RS485 OptionalSerial Port

1 * Parallel portParallel Port

N/AI2C 

12 BitGPIO

1 * SMBus 2.0SMBUS

N/APCIeX16Expansion

N/APCIeX4

N/APCIeX1

N/APc104

N/APCI

1 * half size Mini-PCIe, 1 * full size Mini-PCIe, support 3G or WIFIMini-PCIe

1 * standard 3G UIM socketUSIM

1 * SATAII, The max. transfer rate: 3Gb/s SATAStorage

1 * half size Mini-PCIe, support SSD M-SATA   

N/ASSD

N/AeSATA   

N/ACompact  Flash    

DC 12V Power TypePower

Typical Power:10WPower Consumption

-20°C ~ 70°COperating EnvironmentEnvironment

-40°C ~ 85°CStorage Environment

0% ~ 90% relative humidity, non-condensingOperating Humidity

0% ~ 90% relative humidity, non-condensingStorage Humidity

3.5” 145mm x 102mm Dimensions        Form Factor

Weight

SpecificationSpecification

ENC-5891-N6S 

Intel® Atom™ Processor N2600-1.66GHz CPU with 2GB DDR3, 

VGA/ HDMI/ 18bit LVDS, 2*COM,6USB, 1*LAN

ENC-5891-N6F 

Intel® Atom™ Processor N2600-1.66GHz CPU with 2GB DDR3,

 VGA/ HDMI/24bit LVDS, 2*COM,6USB, 2*LAN

ENC-5891-N8F 

Intel® Atom™ ProcessorN2800-1.86GHz CPU with 2GB DDR3, 

VGA/ HDMI/24bit LVDS, 2*COM,6USB, 2*LAN 

® Intel Atom™low power, high performance, rigorous reliability, fanless embedded motherboard

FCC, CE, RoHS compliantRegulatory Compliance

Mini  PCIe

VGA+HDMI+LVDS

Onboard

DDR3 1066
Inter®Atom™

Cedar Trail

Fanless
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