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ILO E N C = 5 8 9 2 Intel® Atom™low power, high performance, rigorous reliability, fanless embedded motherboard

Processor CPU Intel®Atom™ N2600/N2800 CPU
FSB DMIx 2 5Gb/s
Chipset G82NM10
BIOS

Memory  Architecture Single Channel DDR3 1066 MT/s
Capacity Onboard 2GB DDR3

Socket N/A
Display Graphic Controller Intel® GMA3600 Graphic media accelerator
LVDS Support dual channel 24bit output
Max. Resolution: 1920 * 1600
HDMI Support HDMI 1.3, type A, 19pin
Max. Resolution:1920 * 1200
VGA 1 * DB15 standard VGA connector

Max. Resolution:1920 * 1200
Dual Display LVDS + VGA,LVDS + HDMI or HDMI + VGA

LAN Controller  LAN 1:Intel 82583V GbE Lan, RJ45 connector
LAN 2:Intel 82583V GbE Lan, RJ45 connector
Audio Controller  Realtek ALC662 audio programming decoder(right&left channel + Mic)

SuperI/O Controller NT6106
H/W Monitor Watch Dog Timer 0-255 sec., provide Watchdog routine

Fan Aluminium fanless heat-sink
TPM Controller N/A
I/0 USB 6*USB2.0(2*USB Port+4*Pin-Header)
Serial Port  4*RS-232, 2*RS232/485 optional, RS-485 support Automatic
flow control
PS/2 PS/2 keyboard & mouse
GPIO 12bit,provide routine, free desine /0 ,3.3V@24mA level

Expansion Mini-PCle  1*Mini-PCle socket, support PCle & USB device
1*Mini-PCle socket, support USB 3G/4G module
SMBUS 1
Storage SATA 1*standard SATAII socket, max. transmission rate :3Gb/s
M-SATA 1*Mini-PCle M-SATA Scoket,support SANDISK protocol,
max. transmission rate :3Gb/s
Power Power Type AT/ATX mode optional,DC +12V input, support power
(All photoes here are for reference only, reverse protection
Specifications are subject to the phisycal product.) PowerConsumption Typical Power: 8W
Environment Operating Environment 0°C ~ 60°C
Storage Environment -20°C ~ 80°C
Operating Humidity 0% ~ 90% relative humidity, non-condensing
Storage Humidity 0% ~ 90% relative humidity, non-condensing

= Form FactorDimensions 3.5 145mmx 102mm
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<> Weight
Regulatory Compliance FCC, CE, RoHS compliant
Intel®Atom™ Mini PCle Onboard
N2600/N2800 DDR3 1066
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___ ENC-5892-N6S
Gigabit LAN VGA+HDMI+LVDS Fanless 3.5" Intel N2600 1.6G CPU, 2GB DDR3, VGA/HDMI/Dual channel LVDS, 2*RS232,
1*LAN, 6*USB, DC 12V in put
ENC-5892-N6F
3.5" Intel N2600 1.6G CPU, 2GB DDR3, VGA/HDMI/Dual channel LVDS, 4*RS232,
. " 2*RS232/485 optional, 2*LAN, 6*USB, DC 12V in put
® Intel® Atom™ N2600 / N2800 ENC.5892.N8F P
® Onboard 2GB DDR3 3.5" Intel N2800 1.86G CPU, 2GB DDR3, VGA/HDMI/Dual channel LVDS, 4*RS232,
® Intel® 3600 series graphic media accelerator 2*RS232/485 optional, 2*LAN, 6*USB, DC 12V in put

® VGA/HDMI/LVDS
® 6*USB, 4 *RS232, 2*RS232/485 optiona, 12bit GPIO
® 1 * half size Mini-PCle, support 3G
1 * full size Mini-PCle, support WIFI
1 * half size mSATA, support SSD
® 2 *Intel®82583V GbE Lan
® DC 12Vinput, high grade EFT 2KV protection

® FCC, CE, RoHS compliant
® Extended temperature design for industrial application 5 °© ] l
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