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ILO N IS'H892 Intel® Haswell low power,high performance,rigorous reliability,rich I/O industrial PC

(All photoes here are for reference only,
Specifications are subject to the phisycal product.)

Intel*Haswell SODIMM VGA+DVI
DDR3 1600

Gigabit LAN

® Intel®Haswell U series CPU (dual core), I3/15/17 CPU compatible

® Support Max.8GB memory sockets

® Intel*"HD4000 Graphic media accelerator

® \VGA+DVI, Synch. Or Asynch. display

® 2*USB3.0,2*USB2.0/1.1, 6 * COM, 12 bit GPIO

® 1 * Mini-PCle, support PCle & USB device
1* Mini-PCle, support USB 3G/4G communication module
1 * Half size m-SATAII, support SSD

® 4 *Intel®1210 POE GbE Lan, In compliance with Vehicle
1SO7637 regulation.

® DC9-30Vinput, support reverse power protection

® FCC, CE, RoHS compliant

NIS-H892

Intel®Haswell Useries CPU (dual core), Max, 16GB memory sockets,

VGA+DVI, 4USB, 6COM, 1GPIO, 4*LAN, 3G/4G

CPU CPU Intel®Haswell U series CPU (dual core),13/15/17 CPU compatible
Chipset Intel®Haswell
BIOS System BIOS: SPI BIOS, CMOS battery 480mah
RAM Architecture Single Channel DDR3 1600 MT/s
Capacity MAX. 8GB
Socket SODIMM
Display Graphic Controller Intel® HD4000 Graphic media accelerator
DVI DVI-linterface
Max. Resolution: 4K
VGA 1*DB15 VGA
Max. Resolution: 1920 * 1200
Dual Display VGA+DVI, Synch. Or Asynch. display
Network  Controller  LAN 1:Intel®1210 POE GbE
LAN 2:Intel” 1210 POE GbE
LAN 3:Intel® 1210 POE GbE
LAN 4:1Intel” 1210 POE GbE
GPS Module Mini PCle, to connect U-BLOX GPS module
Audio Controller  Realtek HD ALC662 audio decoder(right&left channel + Mic)
SuperI/O Controller  ITE8782, support 6*COM

H/W Monitor Watch Dog Timer

0-255 sec., provide watch dog routine

FAN DC+12V Fan, support SMART FAN and system temp. detection
TPM Controller  OPTION
1/0 USB 2*USB 3.0 PORT
2*USB2.0/1.1, support Max.+5V@1A
Serial Port ~ Com1:9wire RS232,PIN9 jumper to select +5V/+12V/RING,
TX/RX signal, support 4000V surge protection
Com2-4:3 wire RS232,TX/RX signal, support 4000V surge protection
Com5-Com6: 2*RS485, RS485 supports
photoelectricisolation,supports 4000V surge protection,
integrated POWER BOTTON signal, +12V/5V output
GPIO 12 bit, provide routine, freely define1/0,3.3V@24mA level

Expansion BusPCleX16

N/A

PCleX4 N/A
PCle2.0x 1
LPC BUS Integrated into SUMIT
SMBUS
PCI N/A
Mini-PCle 1*Mini-PCle 1xsocket,support PCle & USB device
1 *Mini-PCle 1xsocket,support USB 3G/4G communication module
UIM Scoket 3G UIM card socket
Storage SATA 1*standard 7Pin SATA-IIl and power socket, peak transfer rate:3Gb/s
Laptop SATA 7+15Pin
M-SATA 1* half size m-SATAIl socket, peak transfer rate: 3Gb/s
Power Power Type AT/ATX optional, DC9-30V input, support reverse
power protection, 3PIN 5.08mm phoenix interface
LT3780 power solution
ITPS vehicle power power on/off delay solution, in compliance with 1507637
Power Consumption Typical Power: 15W
LED Status GPS: LED flicker at work
Indicator Self-define LED
HDD LED
COM1-COMG6: LED flicker at work ( 6*LED)
3G: LED flicker at work
Environment Working Temp. -20°C ~ 70°C
Storage Temp. -40°C ~ 80°C
Working Humidity 0% ~ 90% relative humidity, non-condensing
Storage Humidity 0% ~ 90% relative humidity, non-condensing

Formfactor Dimensions 260 x 166 x 48mm

Weight

2.12kg

Certification

FCC, CE, RoHS
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