
ODM-5861

® ®Intel Celeron  J1900 CPU, four core four thread, 2.42GHz MAX 

DDR3L 1333(up to 4G, 1333MHz) 

2*GbE LAN 

Support LVDS+VGA  

6*serial port, 4*USB 2.0 

1*full-size m-SATA socket, max transmission rate: 3Gb/s 

1*full-size Mini-PCIe 1x socket

DC 12V input

Features

Ordering Information

® ®Intel Celeron  J1900 CPU, four core four thread, 2.42GHz MAXCPU

Processor
OnboardCPU Package

By CPUChipset

SystemBIOS: SPI BIOS, CMOS 220mah batteryBIOS      

DDR3L 1333(up to 4G, 1333MHz)Architecture 

Memory 2GB DDR3L 1333Capacity

OnBoardSocket

Intel HD GraphicsGraphic Controller

Display Max.resolution: 1920*1200LVDS

Max.resolution: 1080P
®LAN1: intel Gigabit LAN I211

VGA 

®LAN2: intel Gigabit LAN I211

Realtek ALC662 HD audioController

-

0~255 sec., provide watch dog programWatch Dog Timer

Com1, Com2, Com3, Com4, Com5, Com6

4*USB2.0USB2.0

 1* full-size Mini-PCIe 1x socketMini-PCIeExpansion Bus

8bit

Standard SATA connector, plus external SATA HDD power connector

1* full-size m-SATA socket, max transmission rate: 3Gb/sM-SATAStorage

USB to SD Card BusTF/MINI-SD

DC 12V, hoenix connector, EFT grade 4KV, GB17626.11Power Type

7WPower Consumption
Power

HDD LED
LEDLED Status

Indicator POWER LED

Provide power button and reset buttonPOWER/RESET 

-10℃- 50℃Operating Temp.

-20℃- 85℃Storage Temp.

0%- 90% relative humidity, non-condensingOperating Humidity

0%- 90% relative humidity, non-condensingStorage HumidityEnvironment

N/AWeight

PC104Dimensions

Windows 7, Windows 8, Windows 10 32, LinuxOS System

FCC, CE, RoHS(on-demand customization, non-standard matchin)

Specifications

® ®Intel Celeron  J1900 CPU, four core four thread

® ®Intel Celeron  J1900 VGA+LVDS2GB DDR3L

Gigabit LAN

LAN

Audio

Super I/O Controller

H/W Monitoring

Serial Port
I/O

GPIOGPIO

SATA

Button

Certificate

( All photoes here are for reference only,

Specifications are subject to the phisycal product)

Controller

ODM-5861
® ®Intel Celeron  J1900 CPU, four core four thread, 2.42GHz MAX, DDR3L 1333

(up to 4G, 1333MHz), 2*GbE LAN, Support LVDS+VGA , 6*serial port, 4*USB 2.0, 

1*full-size m-SATA socket, max transmission rate: 3Gb/s, 1*full-size Mini-PCIe 1x 

socket, DC 12V input
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