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Rk3288 four Core Cortex-A17, 1.8GHz CPU

Processor CPU Rk3288 four Core Cortex-A17, 1.8GHz CPU
Memory Architecture 2GB DDR3, 1066MHz
3G/4G Support 3G/4G communication module,Mini-PCle interface
Ethernet WIFI&Bluetooth Support WIFI, IEEE802.11b/g/n
Support bluetooth4.0
H/W Monitor Watch Dog Timer 0~255sec., providing Watch Dog program
eMMC 4/8/16GB eMMC
Storage -
Expand Storage 1*Micro TF Card Slot
Serial Port  3xRS232
1/0 1xUSB OTG
UsB 4xUSB HOST
Button Button Vo".Jmn *l-
Maintenance button/Power Button
Audio Power amplifier ALC5640: 2W@8Q output
LED Power indicator/Operation indicator/WIFl indicator/4G indicator
MIPI 10inch
Display HDMI HDMI1.4A, Max. resolution: 4K
Touch Screen 12C
DC12Vinput, support power reverse & over-voltage protection.
Power Power Type Power or:)auto&paticpstart, long press 55 forcgedpoff
Power Consumption

Environment

Operating Temp.  -20°C ~ 70°C

Storage Temp. -40°C ~ 80°C

Operating Humidity 0% ~ 90% relative humidity, non-condensing

Storage Humidity 0% ~ 90% relative humidity, non-condensing

Formfactor

Dimensions 143mmx90mm

Certificate

3C,FCC,CE,RoHS

(All photoes here are for reference only,
Specifications are subject to the phisycal product.)
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RK3288 four Core 2GB DDR3 HDMI+MIPI
Cortex-A17

Gigabit LAN

® Rk3288 Four Core Cortex-A17, 1.8GHz CPU
® 2GB DDR3, 1066MHz

CMS-6327

Rk3288 Four Core Cortex-A17,1.8GHz CPU, 2GB DDR3, 1066MHz, 1xGbE LAN,

® 1xGbE LAN, 5/NUSB, 3*RS232

® HDMI, MIPI interface

® Support Mini-PCIE Module

® Support WIFI, 3G/4G, bluetooth4.0
8 2W@8Q output

® 4/8/16GB eMMC

® DC 12Vinput

® 3C,FCC,CE,RoHS

54°USB, 3*RS232, HDMI, MIPl interface, Support Mini-PCIE Module,Support
WIFI, 3G/4G, bluetooth4.0, 2W@8Q output, 4/8/16GB eMMC, DC 12V input
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