
NIS-H899C

Features

Ordering Information

Intel®6th/7th/8th Core CPUCPU

Processor
OnboardCPU Package

Broadwell/SkyLakeChipset

BIOS   

Architecture

Memory MAX 16GBCapacity

SODIMM DDR3LSocket

Graphic Controller

Display
DVI

DVI+VGA Synch. or Asynch. display

VGA    

LAN1: Intel®I210 GbE network

LAN2: Intel®I210 GbE network
ControllerLAN

Realtek HDControllerAudio

0-255 sec.,provide watch dog programWatch Dog TimerH/W

Monitoring Support CPU/Motherboard/HDD temp. detectTemp. Detect

3 x USB 3.0 PORT

2 ×USB2.0 / 1.1,support max. +5V@1A.USB2.0

I/O
COM1, COM3-COM4, COM7-COM10 RS232/RS485

optionalSerial Port

12bit,provide program,user-defined I/O,3.3V@24mA level

Expansion BUS

Support, used to expand the expansion slot of PCIe × 1 signal to PCI expansion cardPCIE ×4

3G UIM socket

Mini-PCIe

standard SATA connector,plus external HD-PWR connector

1 × full size m-SATA socket,max transmission rate: 3Gb/s

LTM3780 power design

EFT level 4KV,Conform toGB17626.11

40Wpower consumption

Power

POWER LED
LED

LED Status

Indicator

-20°C ~ 60°C

Specifications

Intel®6th/7th/8th Core CPU，Low Power、High Performance

DVI+VGA

Fanless

Intel®SkyLake

Keep pin function of Poe expansion module on 899

-40°C ~ 80°CStorage Temp.

Environment
0% ~ 90% relative humidity, non-condensingOperating Humidity

0% ~ 90% relative humidity, non-condensingStorage Humidity

260 x 225 x 105mmDimensions

4.2KGWeight

Intel®6th/7th/8th Core CPU

Support Max.16GB DDR3L memory sockets

Intel® HD Graphics 5xx&6xx Graphic media accelerator

DVI+VGA,Synch. Or Asynch. display

3*USB 3.0 , 2*USB 2.0 , 10*COM , 12bitGPIO

1*full-size Mini-PCIe

1*full size Mini-PCIe 1x socket

(support USB 3G/4G communication Module)

2*Intel®I210 GbE Lan

DC 9-30V input

FCC, CE, RoHS compliant

Intel® HD Graphics 5xx&6xx

DVI,Max. resolution 4K

FCC,CE,RoHS standard

1 × full size

1 × full size Mini-PCIe 1x socket,supportUSB 3G/4G communication module

(All photoes here are for reference only,

Specifications  are subject to the phisycal product.)

SODIMM
DDR3L 1600

System BIOS: SPI BIOS,CMOS battery 480mah

SODIMM socket DDR3L 1600

1*VGA

Dual display

POE expandPOE

USB3.0

COM2, COM5-COM6 3-wire RS232

GPIO

SATA    

M-SATA
Storage

AT/ATX mode via jumper selection,DC+9V-30V input,LTM3780 power design

,support power reverse andover-voltage protection,2*2PIN 5.08mm phoenix

connectorPower Type

HDD LED

Operating Temp.

Regulatory

NIS-S899C i5-6200U
®Intel Core i5-6200U 2.3GHz CPU, 3*USB 3.0, 2*USB 2.0, 2*LAN, 10*COM,

VGA+DVI Synch. Or Asynch. display,1×full size Mini-PCIe  socket, support 

3G/4G communication Module

NIS-S899C i5-8250U
®Intel Core i5-8250U 1.6GHz CPU, 3*USB 3.0, 2*USB 2.0, 2*LAN, 10*COM,

VGA+DVI Synch. Or Asynch. display,1×full size Mini-PCIe  socket, support 

3G/4G communication Module

NIS-S899C i7-6500U
®Intel Core i7-6500U 2.5GHz CPU, 3*USB 3.0, 2*USB 2.0, 2*LAN, 10*COM,

VGA+DVI Synch. Or Asynch. display,1×full size Mini-PCIe  socket, support 

3G/4G communication Module

NIS-S899C i7-8550U
®Intel Core i7-8550U 1.8GHz CPU, 3*USB 3.0, 2*USB 2.0, 2*LAN, 10*COM,

VGA+DVI Synch. Or Asynch. display,1×full size Mini-PCIe  socket, support 

3G/4G communication Module
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