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Features

Specifications

Rk3399 2.0GHz 6 core CPU 2*A72,4*A53CPUProcessor

2GB LPDDR3, 1600MHzMemory

 Support 3G/4G communication module,Mini-PCIe interface

Architecture

3G/4G

WIFI&Bluetooth
Ethernet

Support bluetooth4.0

0~255sec., providing Watch Dog program

8/16GB eMMC

Serial Port 4×RS232

1×USB OTG

2W@8Ω power amplifier outputPower amplifier

Audio output

HDMI1.4A, support 1080P

LVDS

1×I2C/1×SPI

-20°C ~ 70°C

eMMC

Rk3399 2.0GHz 6 core CPU 2*A72,4*A53

2GB LPDDR3, 1600MHz

4*USB3.0, 2*USB2.0, 4*RS232

HDMI, Max. resolution: 4k

Support Mini-PCIE module

Support WIFI, 3G/4G, Bluetooth4.0

12×GPIO, Power, GND

2W@8Ω output

DC 12V input

3C,FCC,CE,RoHS

Rk3399 2.0GHz

6 core CPU

(All photoes here are for reference only, 

Specifications are subject to the phisycal product.)

1×PWM output

-40°C ~ 80°C

0% ~ 90% relative humidity, non-condensing

4×USB 3.0, 2个USB2.0

Volume +/-

Maintenance button

Expansion

interface

LED Power indicator

Power
3.5mm 2PIN Phoenix head

Environment

Rk3399 2.0GHz 6 Core CPU 2*A72,4*A53

Support WIFI,  IEEE802.11b/g/n

Watch Dog TimerH/W Monitor

Storage

USB

Button

I/O

HDMI

CON1

LED

Power Type

Power Consumption

Operating Temp.

Storage Temp.

2GB LPDDR3 HDMI+LVDS

订货信息

ENC-5029

Rk3399 2.0GHz 6 core CPU 2*A72,4*A53, 2GB LPDDR3, 1600MHz, 4*USB3.0, 

2*USB2.0, 4*RS232, HDMI, Max. resolution: 4k, Support Mini-PCIE module,

Support WIFI, 3G/4G, Bluetooth4.0, 12×GPIO, Power, GND, 2W@8Ω output,

DC 12V input

Display

Ordering Information

Button

Audio
headphone

Internal Mipi transfer LVDS

12×GPIO, Power, GND

LED

Operating Humidity

Storage Humidity 0% ~ 90% relative humidity, non-condensing

90mm×143mmDimensions

3C,FCC,CE,RoHS

Formfactor

Certificate
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