
ENC-5039

Features

CPUProcessor

2GB LPDDR3, 1600MHzArchitecture

EMMC 8GBEMMC

Storage

AT24C02BEEPROM

Support 2.4G WIFI, IEEE802.11b/g/n, Support bluetooth4.0WIFI+bluetooth

Ethernet

3G/4G

0~255sec., providing Watch Dog programWatch Dog TimerH/W Monitor

8 inch, 1280*800@60HzMIPI DSI0
Display

I2C

Power amplifier

Interface sub power button

MainBoard Specifications

Rk3399 2.0GHz 6 core CPU 2*A72, 4*A53

Max. resolution: 4K

1×power button, 1×Burn switch2×button
Button

DJ-JACKPower Type

-Power Consumption

-20℃~70℃Operating Temp.

-40℃~80℃Storage Temp.

Rk3399 2.0GHz 6 Core CPU 2*A72, 4*A53

2GB LPDDR3, 1600MHz

1*GbE LAN, Support WIFI, bluetooth4.0, 3G/4G

4*USB2.0, 1*micro USB OTG

HDMI+MIPI display

Support touch screen

2W@8Ω output

CE, EMI, EMC, ROSH

Built in two antennas

Support 3G/4G

0% ~ 90% relative humidity, non-condensing

headphone/MIC

2W@8Ω power amplifier output

(All photoes here are for reference only, 

Specifications are subject to the phisycal product.)

Onboard

HDMI

TP

Expand Button

Rk3399 2.0GHz 6 Core CPU 2*A72, 4*A53

interface
Audio

Environment

TF Socket

antennas

HDMI+MIPIRk3399 6 Core
2*A72, 4*A53

2GB LPDDR3

1600MHz

Memory

Touch

Power

0% ~ 90% relative humidity, non-condensing

Operating Humidity

Storage Humidity

-

144mm×127mm

Weight

Dimensions
Formfactor

CE, EMI, EMC, ROSHCertificate

MainBoard

InterfaceBoard

COMSerial Port

1×GbE LANController

Burning interface

USB

USB2.0USB2

DJ-JACKPower TypePower

InterfaceBoard Specifications

USB2.0

1×DB9 Port

USB1

Ethernet

1×GbE LAN

OTGCONN Header 

2x15P 2.0mm 
CON1

2×USB2.0

RS232(ttyS0)

1×bi-color Indicator Green Operation indicator，red abnormal indicatorIndicator

USB0

I/O USB 2×USB2.0(1*4 2.0mm white wafer)


	页 1

