
Intel® 5th/6th/7th/8th Core CPUCPU

NIS-S994 i5-6200U 
®Intel Core i5-6200U 2.3GHz CPU, Dual core four thread，8GB single channel DDR4L/

DDR3L, HDMI、VGA, 5×Intel I211 GbE, 4×USB3.0, 2×RS232/RS485 optional, 

8bit GPIO, 8bit digital input/output, 4-way LED light source interface

NIS-S994 i5-8250U
®Intel Core i5-8250U 1.6GHz CPU, Four core eight thread，8GB single channel DDR4L/

DDR3L, HDMI、VGA, 5×Intel I211 GbE, 4×USB3.0, 2×RS232/RS485 optional, 

8bit GPIO, 8bit digital input/output, 4-way LED light source interface

NIS-S994 i7-6500U
®Intel Core i7-6500U 2.5GHz CPU, Dual core four thread，8GB single channel DDR4L/

DDR3L, HDMI、VGA, 5×Intel I211 GbE, 4×USB3.0, 2×RS232/RS485 optional, 

8bit GPIO, 8bit digital input/output, 4-way LED light source interface

NIS-S994 i7-8550U
®Intel Core i7-8550U 1.8GHz CPU, Four core eight thread，8GB single channel DDR4L/

DDR3L, HDMI、VGA, 5×Intel I211 GbE, 4×USB3.0, 2×RS232/RS485 optional, 

8bit GPIO, 8bit digital input/output, 4-way LED light source interface

NIS-S994

Intel® 5th/6th/7th/8th Core CPU

Single channel DDR4L/DDR3L,Support Max.8GB

Support HDMI、VGA, Dual channel 24bit LVDS 

5×Intel I211 GbE LAN

4×USB3.0, 2×RS232/RS485 optional

8bit GPIO, 8bit digital input, 8bit digital output 

4bit LED light source interface

1×full-size Mini-PCIe 1×socket, Support PCIe and USB

1×full-size Mini-PCIe 1×Socket, Support M-SATA SSD

1×standard 7Pin  SATA-III and power holder

DC24V input, AT/ATX optional

Intel® 5th/6th/7th/8th Core CPU

HDMI+VGASingle channel

DDR4L/DDR3L
Intel® 5th/6th/7th/8th

Core CPU

Specifications

Features

Ordering Information

Core moduleCPU Package

SOCChipset

System BIOS: SPI  BIOS,CMOS battery holderBIOS

Processor

Single channel DDR4L/DDR3LArchitecture

MAX 8GBCapacity

DDR4L/DDR3L SODIMMSocket

Intel Integrated graphic cardGraphic Controller

Memory

Display
Max. resolution: 4KHDMI

Max. resolution: 2KVGA

Dual channel 24BIT LVDS, CH7511B-BFLVDS

LAN1: I211 GbE LAN, RJ45 with light

ControllerEthernet LAN2-LAN5: I211 GbE LAN, Rj45 with light, Support POE

Network LED SPEED/LINK 6 sets of double-layer lamp posts

Nt6106，support system temp. monitoringController

0~255sec., providing Watch Dog programWatch Dog TimerSuper I/O

N/AFan

Encryption chip, used for encryption dogController

4 x USB 3.0/2.0 PORTUSB

TPM encryption

Com1 3-wire RS232 /Rs485 optional
COM

Com2 3-wire RS232 /Rs485 optional
I/O

8bit,program available, freely-defined I/O,3.3V@24mA
GPIO

8bit digital input，8bit digital output，NPN type

4-way LED light source interfaceLED

N/APCIe  x 1

1*full-size Mini-PCIe 1xsocket,Support PCIe, USBMini-PCIe

3G UIM card socketUIM Scoket

1*standard 7Pin SATA-III and power holder,  trasmission rate:max.3Gb/sSATA

Expansion

Bus

Storage
1*full-size Mini-PCIe 1xsocket，Support M-SATA SSD,trasmission rate:max.3Gb/sM-SATA

AT/ATX(optional),DC24V input,support power reverse 

& over-voltage protection
Power Type

Power

~Power Consumption

-10°C ~ 60°COperating Temp.

-40°C ~ 80°CStorage Temp.
Environment

Operating Humidity

0% ~ 90% relative humidity, non-condensingStorage Humidity

215 x 136 x 60mmDimensions

1.45KGWeight
Formfactor

Certificate FCC, CE, RoHS 
(All photoes here are for reference only, 

Specifications are subject to the phisycal product.)

Fanless

0% ~ 90% relative humidity, non-condensing
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